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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/3645220W

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2279.8 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :24.5 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 5099 4972 5036 5296 5571 5684 5583 5358 0- 10 642.1 642.1 28.2
20 964.3 952.6 965.4 1005 1084 1148 1105 1033 10- 20 727.0 1369 60.1
30 424.7 426.2 423.3 425.2 429.9 431.9 429.2 422.7 20- 30 283.7 1653 72.5
40 244.6 241.3 244.6 247.7 252.9 255.5 254.4 247.8 30— 40 213.3 1866 81.9
50 171.9 170.2 174.1 177.9 180.9 181.5 179.7 174.1 40- 50 160.1 2026 88.9
60 111.5 110.6 115.3 120.1 123.7 123.9 120.1 115.0 50- 60 131.9 2158 94.7
70 50.93 50.78 51.55 56.49 61.88 60.72 56.45 52.75 60— 70 85.06 2243 98.4
80 10.29 10.04 10.06 12.16 14.94 14.07 12.11 10.23 70- 80 33.01 2276 99.8
90 0.3849 0.3782 0.3906 0.3623 0.3517 0.3351 0.3459 0.3469 80- 90 3.694 2280 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/3645220W

POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111
5 7286 | 7274 | 7245 | 7244 | 7217 | 7225 | 7214 | 7232 | 7243 | 7285 | 7308 | 7353 | 7379 | 7426 | 7464 | 7513 | 7537 | 7583 | 7613
10 5099 | 5072 | 5016 | 5005 | 4970 | 4975 | 4954 | 4982 | 4986 | 5036 | 5070 | 5143 | 5188 | 5269 | 5322 | 5402 | 5445 | 5518 | 5571
15 2324 | 2301 | 2264 | 2256 | 2228 | 2229 | 2216 | 2231 | 2237 | 2275 | 2292 | 2339 | 2364 | 2425 | 2465 | 2538 | 2581 | 2649 | 2705
20 964 965 | 954 959 | 950 955 | 945 | 955 | 951 965 | 964 979 | 980 | 1003 | 1007 | 1027 | 1036 | 1060 | 1084
25 550 | 548 | 545 | 545 | 542 | 543 | 538 | 541 | 541 | 546 | 547 | 552 | 554 | 560 | 564 | 571 | 576 | 584 | 592
30 425 | 423 | 423 | 421 | 425 | 427 | 426 | 423 | 422 | 423 | 424 | 423 | 425 | 424 | 426 | 427 | 431 | 431 | 430
35 338 | 336 | 334 | 334 | 333 | 333 | 330 | 331 | 331 | 335 | 336 | 338 | 340 | 340 | 344 | 345 | 347 | 351 | 352
40 245 | 243 | 242 | 243 | 242 | 241 | 240 | 241 | 242 | 245 | 245 | 247 | 247 | 247 | 248 | 250 | 250 | 252 | 253
45 202 | 201 | 200 | 200 | 200 | 199 | 199 | 200 | 201 | 203 | 204 | 205 | 206 | 205 | 206 | 208 | 208 | 209 | 209
50 172 | 171 | 171 | 171 | 170 | 170 | 170 | 171 | 172 | 174 | 175 | 177 | 177 | 178 | 178 | 179 | 180 | 181 | 181
55 142 | 143 | 142 | 142 | 141 | 141 | 142 | 143 | 145 | 146 | 147 | 148 | 149 | 150 | 150 | 152 | 152 | 153 | 153
60 111 | 112 | 111 | 112 | 110 | 111 | 111 | 114 | 113 | 115 | 115 | 118 | 118 | 120 | 120 | 122 | 122 | 123 | 124
65 80.8 | 80.6 | 79.8 | 79.4|79.6|79.0|79.7|80.8|81.7|82.1|84.1|84.9|86.5|87.2|87.7|88.6|90.3|91.4]092.3
70 50.9 | 50.4 | 49.8 | 50.0 | 50.5 | 51.1 | 51.1 | 51.1 | 50.9 | 51.6 | 53.7 | 55.8 | 56.6 | 56.7 | 56.2 | 56.7 | 59.0 | 61.1 | 61.9
75 27.5|26.4|25.9|26.0|26.7|27.9|28.0|27.3|26.9|27.2|28.8|31.3|32.0|31.2|30.6|31.033.0|35.4]35.8
80 10.3|9.90 | 9.48 | 9.42 | 9.69 | 10.4 | 10.4 | 10.1 | 9.93 | 10.1 | 10.9| 12.2 |12.5| 12.2 | 12.1 | 12.5 | 13.6 | 15.0 | 14.9
85 1.52|1.46 | 1.35(1.31(1.24(1.21(1.14|1.07(1.02|1.04|1.09|1.28|1.40 | 1.61 |1.74|1.99|2.20|2.42 |2.46
90 0.38/0.38|0.38|/0.38|0.38|0.38|0.38|0.39(0.39|/0.39(0.37|0.37|0.36|0.36|0.36|0.36|0.36|0.36]|0.35
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:01 September 2022

%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/3645220W
POWER: 36W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111 | 8111
5 7627 | 7661 | 7664 | 7681 | 7671 | 7670 | 7644 | 7631 | 7591 | 7570 | 7530 | 7506 | 7463 | 7438 | 7392 | 7369 | 7328
10 5591 | 5648 | 5660 | 5690 | 5679 | 5691 | 5656 | 5642 | 5583 | 5561 | 5492 | 5455 | 5379 | 5336 | 5260 | 5228 | 5163
15 2736 | 2795 | 2811 | 2845 | 2840 | 2855 | 2820 | 2809 | 2752 | 2720 | 2653 | 2615 | 2545 | 2512 | 2457 | 2431 | 2378
20 1097 | 1128 | 1131 | 1151 | 1145 | 1154 | 1135 | 1129 | 1105 | 1093 | 1066 | 1061 | 1037 | 1028 | 1004 | 1001 | 980
25 596 | 605 | 607 | 610 | 610 | 610 | 606 | 604 | 597 | 593 | 581 | 575 | 569 | 564 | 559 | 559 | 554
30 430 | 431 | 433 | 432 | 431 | 434 | 432 | 433 | 429 | 429 | 424 | 425 | 423 | 422 | 425 | 427 | 426
35 354 | 356 | 358 | 359 | 357 | 359 | 355 | 354 | 350 | 351 | 346 | 347 | 343 | 344 | 343 | 343 | 341
40 254 | 255 | 256 | 256 | 255 | 257 | 256 | 256 | 254 | 252 | 251 | 250 | 248 | 248 | 247 | 246 | 245
45 208 | 209 | 209 | 209 | 208 | 209 | 209 | 209 | 208 | 207 | 206 | 205 | 203 | 203 | 203 | 203 | 202
50 181 | 182 | 183 | 182 | 181 | 182 | 181 | 180 | 180 | 179 | 177 | 176 | 174 | 174 | 174 | 174 | 172
55 154 | 155 | 154 | 154 | 153 | 153 | 152 | 152 | 151 | 150 | 148 | 147 | 145 | 145 | 145 | 144 | 143
60 124 | 125 | 125 | 125 | 123 | 123 | 122 | 122 | 120 | 120 | 117 | 117 | 115 | 115 | 115 | 114 | 112
65 92.4|93.1|92.3[92.8|91.1|91.0(90.3|89.5|88.3|87.5|85.9|85.0|84.3|83.2|82.9|82.4]81.1
70 61.3 | 60.3 | 59.6 | 61.0 | 60.5| 60.1 | 58.7 | 57.6 | 56.5 | 56.3 | 55.1 | 54.5 | 53.2 | 52.3 | 51.4 | 51.5 | 51.2
75 34.0|33.1|32.7(33.9|34.8|34.6|32.6|31.2|30.5|30.7|30.5|30.3|28.5|27.6|27.1|27.3]27.6
80 13.312.8|12.9|13.7 | 14.5|14.3 | 13.0| 12.4 [ 12.1 |12.3|12.3 (11.7 | 10.6 | 9.90 | 9.51 | 9.67 [10.03
85 2.262.10 | 1.99|2.04 | 2.08 | 2.06|1.80|1.68|1.56|1.64|1.61|1.62|1.43|1.32|1.30|1.46| 1.50
90 0.36 | 0.35|0.35|0.34 | 0.33|0.33|0.33|0.34|0.35|0.35|0.34|0.34|0.35|0.35|0.36 | 0.36|0.36
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 September 2022 Remarks:



